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Housing size:
12 12 Ø mm
18 18 Ø mm
30 30 Ø mm

Housing length:
S Short body
L Long body

Detection principle:
F Flush
N Non-flush

Sensing distance:
02 2mm
...
...
22 22 mm

The new generation of inductive proximity sensors: ICB Series

ICB 12 S F 04 N O M1

Connection:
M1 M12 disconnect plug
- 2 m PVC oil resistant cable 

Output configuration:
O Normally open
C Normally closed

Output type:
N NPN
P PNP

Housing dimensions M12 (3-wire DC)
Material Nickel-plated brass

Rated operational voltage 10-36 VDC

Switching frequency ≤ 2000 Hz

Sensing range Standard Extended

Rated operating distance 2 mm 4 mm 4 mm 8 mm

Installation type Flush Non-flush Flush Non-flush

Barrel Short Long Short Long Short Long Short Long

Cable

NPN
NO ICB12SF02NO ICB12LF02NO ICB12SN04NO ICB12LN04NO ICB12SF04NO ICB12LF04NO ICB12SN08NO ICB12LN08NO

NC ICB12SF02NC ICB12LF02NC ICB12SN04NC ICB12LN04NC ICB12SF04NC ICB12LF04NC ICB12SN08NC ICB12LN08NC

PNP
NO ICB12SF02PO ICB12LF02PO ICB12SN04PO ICB12LN04PO ICB12SF04PO ICB12LF04PO ICB12SN08PO ICB12LN08PO

NC ICB12SF02PC ICB12LF02PC ICB12SN04PC ICB12LN04PC ICB12SF04PC ICB12LF04PC ICB12SN08PC ICB12LN08PC

Plug

NPN
NO ICB12SF02NOM1 ICB12LF02NOM1 ICB12SN04NOM1 ICB12LN04NOM1 ICB12SF04NOM1 ICB12LF04NOM1 ICB12SN08NOM1 ICB12LN08NOM1

NC ICB12SF02NCM1 ICB12LF02NCM1 ICB12SN04NCM1 ICB12LN04NCM1 ICB12SF04NCM1 ICB12LF04NCM1 ICB12SN08NCM1 ICB12LN08NCM1

PNP
NO ICB12SF02POM1 ICB12LF02POM1 ICB12SN04POM1 ICB12LN04POM1 ICB12SF04POM1 ICB12LF04POM1 ICB12SN08POM1 ICB12LN08POM1

NC ICB12SF02PCM1 ICB12LF02PCM1 ICB12SN04PCM1 ICB12LN04PCM1 ICB12SF04PCM1 ICB12LF04PCM1 ICB12SN08PCM1 ICB12LN08PCM1

ICB SeriesInductive Proximity Sensors

The ICB12 family
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The ICB18 family

The ICB30 family

Housing dimensions M18 (3-wire DC)
Material Nickel-plated brass

Rated operational voltage 10-36 VDC

Switching frequency ≤ 1500 Hz

Sensing range Standard Extended

Rated operating distance 5 mm 8 mm 8 mm 14 mm

Installation type Flush Non-flush Flush Non-flush

Barrel Short Long Short Long Short Long Short Long

Cable

NPN
NO ICB18SF05NO ICB18LF05NO ICB18SN08NO ICB18LN08NO ICB18SF08NO ICB18LF08NO ICB18SN14NO ICB18LN14NO

NC ICB18SF05NC ICB18LF05NC ICB18SN08NC ICB18LN08NC ICB18SF08NC ICB18LF08NC ICB18SN14NC ICB18LN14NC

PNP
NO ICB18SF05PO ICB18LF05PO ICB18SN08PO ICB18LN08PO ICB18SF08PO ICB18LF08PO ICB18SN14PO ICB18LN14PO

NC ICB18SF05PC ICB18LF05PC ICB18SN08PC ICB18LN08PC ICB18SF08PC ICB18LF08PC ICB18SN14PC ICB18LN14PC

Plug

NPN
NO ICB18SF05NOM1 ICB18LF05NOM1 ICB18SN08NOM1 ICB18LN08NOM1 ICB18SF08NOM1 ICB18LF08NOM1 ICB18SN14NOM1 ICB18LN14NOM1

NC ICB18SF05NCM1 ICB18LF05NCM1 ICB18SN08NCM1 ICB18LN08NCM1 ICB18SF08NCM1 ICB18LF08NCM1 ICB18SN14NCM1 ICB18LN14NCM1

PNP
NO ICB18SF05POM1 ICB18LF05POM1 ICB18SN08POM1 ICB18LN08POM1 ICB18SF08POM1 ICB18LF08POM1 ICB18SN14POM1 ICB18LN14POM1

NC ICB18SF05PCM1 ICB18LF05PCM1 ICB18SN08PCM1 ICB18LN08PCM1 ICB18SF08PCM1 ICB18LF08PCM1 ICB18SN14PCM1 ICB18LN14PCM1

Housing dimensions M30 (3-wire DC)
Material Nickel-plated brass

Rated operational voltage 10-36 VDC

Switching frequency ≤ 1000 Hz

Sensing range Standard Extended

Rated operating distance 10 mm 15 mm 15 mm 22 mm

Installation type Flush Non-flush Flush Non-flush

Barrel Short Long Short Long Short Long Short Long

Cable

NPN
NO ICB30SF10NO ICB30LF10NO ICB30SN15NO ICB30LN15NO ICB30SF15NO ICB30LF15NO ICB30SN22NO ICB30LN22NO

NC ICB30SF10NC ICB30LF10NC ICB30SN15NC ICB30LN15NC ICB30SF15NC ICB30LF15NC ICB30SN22NC ICB30LN22NC

PNP
NO ICB30SF10PO ICB30LF10PO ICB30SN15PO ICB30LN15PO ICB30SF15PO ICB30LF15PO ICB30SN22PO ICB30LN22PO

NC ICB30SF10PC ICB30LF10PC ICB30SN15PC ICB30LN15PC ICB30SF15PC ICB30LF15PC ICB30SN22PC ICB30LN22PC

Plug

NPN
NO ICB30SF10NOM1 ICB30LF10NOM1 ICB30SN15NOM1 ICB30LN15NOM1 ICB30SF15NOM1 ICB30LF15NOM1 ICB30SN22NOM1 ICB30LN22NOM1

NC ICB30SF10NCM1 ICB30LF10NCM1 ICB30SN15NCM1 ICB30LN15NCM1 ICB30SF15NCM1 ICB30LF15NCM1 ICB30SN22NCM1 ICB30LN22NCM1

PNP
NO ICB30SF10POM1 ICB30LF10POM1 ICB30SN15POM1 ICB30LN15POM1 ICB30SF15POM1 ICB30LF15POM1 ICB30SN22POM1 ICB30LN22POM1

NC ICB30SF10PCM1 ICB30LF10PCM1 ICB30SN15PCM1 ICB30LN15PCM1 ICB30SF15PCM1 ICB30LF15PCM1 ICB30SN22PCM1 ICB30LN22PCM1


